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NOTE: This guide specification covers the
requirenents for bunper guards at the base of

over head doors associated with a | oadi ng dock. This
gui de specification is to be used in the preparation
of project specifications. Contact the Louisville
District with revisions that are needed.

RST-11165 is a Louisville District Arnmy Reserve
Support Team (RST) gui de specification
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: |ssue (date) of references included in project specifications need
not be nore current than provided by the |atest change (Notice) to this
gui de specification.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AMERI CAN SCCI ETY FOR TESTI NG MATERI ALS (ASTM

ASTM A 123 Specifications for Zinc (Hot-Dip
@Gl vani zed) on Iron and Steel Hardware

ASTM A 153 Specifications for zinc Coating (Hot-Dip)
on Iron and Steel Hardware.

1.2 SUBM TTALS
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NOTE: Subnmittals nust be limted to those necessary
for adequate quality control. The inportance of an
itemin the project should be one of the prinary
factors in determning if a submittal for the item
shoul d be required.

I ndicate submittal classification in the blank space
followi ng the nane of the itemrequiring the
submittal by using "G' when the submittal requires

Governnent approval. Subnittals not classified as
"G'" will show on the submittal register as
"Information Only". For subnmittals requiring

Gover nnent approval, a code of up to three
characters should be used following the "G
designation to indicate the approving authority;
codes of "RE" for Resident Engineer approval, "ED'
for Engi neering approval, and "AE" for

Archi t ect - Engi neer approval are recomended.
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Governnent approval is required for subnittals with a "G
designation; submittals not having a "G' designation are for
information only. Wen used, a designation following the "G
designation identifies the office that will review the submitta
for the Governnent. The follow ng shall be submitted in
accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs
Bunper; FIO

I ndi cate unit di nensions, nethod of anchorage, and details of
constructi on.

SD- 03 Product Data
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NOTE: Vendor information that forns part of this
gui de specification is permssible to use as long as
the salient features provide for "or equal" product
equi val ents are specified. Submttal clauses nust
be nodified to nake known that specific vendor
information is being specified. |If the Contractor
chooses to provide the specified vendor's product,
the submittal for that itemis considered a For
Information Only submittal. |If the Contractor uses
a different "or equal” item then it will be
eval uated against the salient features. Hence, it
is considered for Governnent Approval (G.
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Accept abl e Manufacturer Products; FIO

Manuf acturers products listed in this specification are referenced
to establish a standard of quality. Wen the specific product
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listed is submtted by the Contractor, that submittal will be
considered For Information Only. Wen an equal to that naned in
this specification is submtted, it shall be for Governnent
Approval (Q. The followi ng manufacturer products are
specifically nentioned in this specification
Bunper: Durabl e Corporation; FIO

Norwal k, OChio

800. 537. 1603

www. dur abl ecor p. com
Bunper: Xtrene Needs; FIO

888. 436. 5683
htt p:// hone. rnti . net/ xtrene/ bunpers/ | am nat e. ht n

Bunper: Pi oneer Manufacturing, Inc; FIO
800. 251. 3382
www. pi oneer | evel er. com
Bunper Manuf. Product submitted as an "or equal"; G[__ ].
SD- 08 Manufacturer's Instructions
Manuf acturer's Installation Instructions; FIO
I ndi cate special installation requirenents.
PART 2 PRODUCTS
2.1 COVPONENTS
Dock Bunpers shall be high inpact resistent nolded or |amnated rubber with
angles 76.2mm x 63.5mm x 6.35mm thick 3inch x 2-1/2inch x 1/4 inch thick
with 19mm rods, hot dipped gal vani zed (ASTM A123).
1. Wdth: 300mm 12 inch
2. Vertical Height: 300nm 12 inch
3. Length: 450mm 18 i nch.

Attachment Hardware: 19 mm 3 /4inch dianeter gal vani zed bolts and
expansi on shi el ds.

Touch-up Primer: Organic zinc paint, mninmm70 percent solids content.
PART 3 EXECUTI ON
3.1 | NSPECTI ON

Verify that anchor placenent is acceptable.
3.2 PREPARATI ON

Provi de integral anchors for placenent by Section 03300.
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3.3 | NSTALLATI ON

Install dock bumpers in accordance with manufacturer's instructions.

Set plunb and | evel.
Secure angle end franes to concrete.

-- End of Section --
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